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OCTA OPTIMA IIOCTA GO OCTA PRO / OCTA PRO LED

30 × 15 mm30 × 15 mm 35 × 15 mm

∅ 43 mm 2 mm ∅ 48 mm ∅ 54 mm

∅ 49 mm ∅ 54 mm ∅ 54 mm

2 mm 2 mm

OCTA GO, OCTA OPTIMA II, OCTA PRO
POP-UP CANOPIES

1. Leg profile

3. Frame locking system

4. Frame lifting system

5. Foot

7. Mast spring

8. Connectors

2. Truss profile

6. Easy-Hold – Accessories
fastening system

MITKO Sp. z o.o. 
Os. 1 Maja 16G, 
44-304 Wodzisław Śląski, Poland
TIN: PL6470509572

Wodzisław Śląski, 27.11.2023kontakt@mitko.pl
www.mitko.pl
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1,5 × 1,5

2 × 3

2 × 4

2,5 × 2,5

OCTA GO OCTA OPTIMA II OCTA PRO OCTA PRO LED

2 × 2

2,5 × 5

3 × 4,5

3 × 6

4 × 4

3 × 3

4 × 6

4 × 8

5 × 5

6 × 6

STANDARD

9. Roof stretching 
system

10. Wall connecting 
system

11. Wall fastening/
fixing system

ROOF AND WALLS FINISHING
OPTION

COMPARISON TABLES OF POP-UP TENT SERIES

The Producer: MITKO Sp. z o.o. | Osiedle 1 Maja 16G | 44-304 Wodzisław Śląski | Poland | TIN: PL6470509572

The information, photos, weights and dimensions provided are approximate. 
Due to constant product development, the producer reserves the right to make changes 
to the product specifications and the above information without notice.
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1,5 × 1,5 m

2 × 2 m

OCTA GO

282 cm

23 kg

42 × 42 × 156 cm

198 cm

3

–

–

–

1

∅ 43 / 38 mm

30 × 15 mm 

OCTA OPTIMA II OCTA PRO

OCTA GO

∅ 43 / 38 mm

302 cm

25 kg

42 × 42 × 156 cm

198 cm

3

–

–

1

30 × 15 mm 

OCTA OPTIMA II OCTA PRO

–

Total height

Weight

Transport dimensions

Entrance height

System Easy – Hold

Height adjustment levels

Number of aluminium masts

Profile section (leg / foot)

The entrance can be
raised up to 230 cm

Truss bar profile

Mast spring

Warranty on the frame

∅ 49 mm

3 years

Resistance to wind gusts 
up to 50 km/h

Resistance to wind gusts 
up to 100 km/h 
(using a safety kit)

Resistance to wind gusts 
up to 50 km/h

Resistance to wind gusts 
up to 100 km/h 
(using a safety kit)

Integrated LED lighting

Integrated LED lighting

3 years

∅ 49 mm

Total height

Weight

Transport dimensions

Entrance height

System Easy – Hold

Height adjustment levels

Number of aluminium masts

Profile section (leg / foot)

The entrance can be
raised up to 230 cm

Truss bar profile

Mast spring

Warranty on the frame

Lifting / Lowering

Lifting / Lowering

Steel release buttons, internal 

Steel release buttons, internal 
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2 × 3 m

2 × 4 m

OCTA GO OCTA OPTIMA II OCTA PRO

–

–

–

302 cm

32 kg

42 × 57 × 156 cm

198 cm

3

2

∅ 43 / 38 mm

30 × 15 mm 

OCTA GO

∅ 43 / 38 mm

302 cm

40 kg

42 × 75 × 156 cm

198 cm

3

–

–

–

3

30 × 15 mm 

OCTA OPTIMA II OCTA PRO

∅ 49 mm

3 years

3 years

∅ 49 mm

Total height

Weight

Transport dimensions

Entrance height

System Easy – Hold

Height adjustment levels

Number of aluminium masts

Profile section (leg / foot)

The entrance can be
raised up to 230 cm

Truss bar profile

Mast spring

Warranty on the frame

Total height

Weight

Transport dimensions

Entrance height

System Easy – Hold

Height adjustment levels

Number of aluminium masts

Profile section (leg / foot)

The entrance can be
raised up to 230 cm

Truss bar profile

Mast spring

Warranty on the frame

Resistance to wind gusts 
up to 50 km/h

Resistance to wind gusts 
up to 100 km/h 
(using a safety kit)

Resistance to wind gusts 
up to 50 km/h

Resistance to wind gusts 
up to 100 km/h 
(using a safety kit)

Integrated LED lighting

Integrated LED lighting

Steel release buttons, internal 

Steel release buttons, internal 

Lifting / Lowering

Lifting / Lowering
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2,5 × 2,5 m

2,5 × 5 m

OCTA GO OCTA OPTIMA II OCTA PRO

–

–

–

324 cm

28 kg

42 × 42 × 156 cm

198 cm

3

1

∅ 43 / 38 mm

30 × 15 mm 

OCTA GO

∅ 43 / 38 mm

324 cm

47 kg

42 × 75 × 156 cm

198 cm

3

–

–

–

3

30 × 15 mm 

OCTA OPTIMA II OCTA PRO

Total height

Weight

Transport dimensions

Entrance height

System Easy – Hold

Height adjustment levels

Number of aluminium masts

Profile section (leg / foot)

The entrance can be
raised up to 230 cm

Truss bar profile

Mast spring

Warranty on the frame

Total height

Weight

Transport dimensions

Entrance height

System Easy – Hold

Height adjustment levels

Number of aluminium masts

Profile section (leg / foot)

The entrance can be
raised up to 230 cm

Truss bar profile

Mast spring

Warranty on the frame

∅ 49 mm

3 years

3 years

∅ 49 mm

Resistance to wind gusts 
up to 50 km/h

Resistance to wind gusts 
up to 100 km/h 
(using a safety kit)

Resistance to wind gusts 
up to 50 km/h

Resistance to wind gusts 
up to 100 km/h 
(using a safety kit)

Integrated LED lighting

Integrated LED lighting

Steel release buttons, internal 

Steel release buttons, internal 

Lifting / Lowering

Lifting / Lowering
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3 × 3 m

3 × 4,5 m

OCTA GO OCTA OPTIMA II OCTA PRO

–

–

– –

341 cm

30 kg

42 × 42 × 156 cm

198 cm

3

1

∅ 43 / 38 mm

30 × 15 mm 

344 cm

33 kg

35 × 35 × 156 cm

198 cm

3

1

∅ 48 / 43 mm

30 × 15 mm 

339 cm

41 kg

36 × 36 × 156 cm

198 cm

3

1

∅ 54 / 48 mm

35 × 15 mm 

OCTA GO

∅ 43 / 38 mm

341 cm

40 kg

42 × 57 × 156 cm

198 cm

3

–

–

2

30 × 15 mm 

∅ 48 / 43 mm

344 cm

43 kg

35 × 49 × 156 cm

198 cm

3

–

2

30 × 15 mm 

∅ 54 / 48 mm

339 cm

54 kg

36 × 51 × 158 cm

198 cm

3

–

2

35 × 15 mm 

OCTA OPTIMA II OCTA PRO

∅ 49 mm

3 years

∅ 54 mm

4 years

∅ 54 mm

5 years

3 years

∅ 49 mm

4 years

∅ 54 mm

5 years

∅ 54 mm

Total height

Weight

Transport dimensions

Entrance height

System Easy – Hold

Height adjustment levels

Number of aluminium masts

Profile section (leg / foot)

The entrance can be
raised up to 230 cm

Truss bar profile

Mast spring

Warranty on the frame

Total height

Weight

Transport dimensions

Entrance height

System Easy – Hold

Height adjustment levels

Number of aluminium masts

Profile section (leg / foot)

The entrance can be
raised up to 230 cm

Truss bar profile

Mast spring

Warranty on the frame

Resistance to wind gusts 
up to 50 km/h

Resistance to wind gusts 
up to 100 km/h 
(using a safety kit)

Resistance to wind gusts 
up to 50 km/h

Resistance to wind gusts 
up to 100 km/h 
(using a safety kit)

Integrated LED lighting

Integrated LED lighting

Steel release buttons, internal Steel release buttons, external, 
in a composite socket

Steel release buttons, internal Steel release buttons, external, 
in a composite socket

Steel release buttons, external, 
in a composite socket

Steel release buttons, external, 
in a composite socket

Lifting / Lowering

Lifting / Lowering
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3 × 6 m

4 × 4 m

OCTA GO OCTA OPTIMA II OCTA PRO

–

–

– – –

341 cm

56 kg

42 × 75 × 156 cm

198 cm

3

3

∅ 43 / 38 mm

30 × 15 mm 

344 cm

57 kg

35 × 59 × 156 cm

198 cm

3

3

∅ 48 / 43 mm

30 × 15 mm 

339 cm

73 kg

36 × 63 × 158 cm

198 cm

3

3

∅ 54 / 48 mm

35 × 15 mm 

OCTA GO

∅ 54 / 48 mm

388 cm

50 kg

36 × 36 × 208 cm

198 cm

2

1

–

35 × 15 mm 

OCTA OPTIMA II OCTA PRO

∅ 49 mm

3 years

∅ 54 mm

4 years

∅ 54 mm

5 years

5 years

∅ 54 mm

Total height

Weight

Transport dimensions

Entrance height

System Easy – Hold

Height adjustment levels

Number of aluminium masts

Profile section (leg / foot)

The entrance can be
raised up to 230 cm

Truss bar profile

Mast spring

Warranty on the frame

Total height

Weight

Transport dimensions

Entrance height

System Easy – Hold

Height adjustment levels

Number of aluminium masts

Profile section (leg / foot)

The entrance can be
raised up to 230 cm

Truss bar profile

Mast spring

Warranty on the frame

Resistance to wind gusts 
up to 50 km/h

Resistance to wind gusts 
up to 100 km/h 
(using a safety kit)

Resistance to wind gusts 
up to 50 km/h

Resistance to wind gusts 
up to 100 km/h 
(using a safety kit)

Integrated LED lighting

Integrated LED lighting

Steel release buttons, internal Steel release buttons, external, 
in a composite socket

Steel release buttons, internal Steel release buttons, external, 
in a composite socket

Steel release buttons, external, 
in a composite socket

Steel release buttons, external, 
in a composite socket

Lifting / Lowering

Lifting / Lowering
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4 × 6 m

4 × 8 m

OCTA GO OCTA OPTIMA II OCTA PRO

388 cm

69 kg

36 × 51 × 208 cm

198 cm

2

2

∅ 54 / 48 mm

35 × 15 mm 

–

OCTA GO

∅ 54 / 48 mm

–

388 cm

91 kg

36 × 63 × 208 cm

198 cm

2

3

35 × 15 mm 

OCTA OPTIMA II OCTA PRO

∅ 54 mm

5 years

∅ 54 mm

5 years

Total height

Weight

Transport dimensions

Entrance height

System Easy – Hold

Height adjustment levels

Number of aluminium masts

Profile section (leg / foot)

The entrance can be
raised up to 230 cm

Truss bar profile

Mast spring

Warranty on the frame

Total height

Weight

Transport dimensions

Entrance height

System Easy – Hold

Height adjustment levels

Number of aluminium masts

Profile section (leg / foot)

The entrance can be
raised up to 230 cm

Truss bar profile

Mast spring

Warranty on the frame

Resistance to wind gusts 
up to 50 km/h

Resistance to wind gusts 
up to 100 km/h 
(using a safety kit)

Resistance to wind gusts 
up to 50 km/h

Resistance to wind gusts 
up to 100 km/h 
(using a safety kit)

Integrated LED lighting

Integrated LED lighting

Steel release buttons, external, 
in a composite socket

Steel release buttons, external, 
in a composite socket

Lifting / Lowering

Lifting / Lowering
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5 × 5 m

6 × 6 m

OCTA GO OCTA OPTIMA II OCTA PRO

408 cm

89 kg

59 × 59 × 156 cm

–

198 cm

3

5

∅ 48 / 43 mm

30 × 15 mm 

–

–

OCTA GO

∅ 48 / 43 mm

–

–

441 cm

98 kg

59 × 59 × 156 cm

–

198 cm

3

5

30 × 15 mm 

OCTA OPTIMA II OCTA PRO

∅ 54 mm

4 years

∅ 54 mm

4 years

Total height

Weight

Transport dimensions

Entrance height

System Easy – Hold

Height adjustment levels

Number of aluminium masts

Profile section (leg / foot)

The entrance can be
raised up to 230 cm

Truss bar profile

Mast spring

Warranty on the frame

Total height

Weight

Transport dimensions

Entrance height

System Easy – Hold

Height adjustment levels

Number of aluminium masts

Profile section (leg / foot)

The entrance can be
raised up to 230 cm

Truss bar profile

Mast spring

Warranty on the frame

Resistance to wind gusts 
up to 50 km/h

Resistance to wind gusts 
up to 100 km/h 
(using a safety kit)

Resistance to wind gusts 
up to 50 km/h

Resistance to wind gusts 
up to 100 km/h 
(using a safety kit)

Integrated LED lighting

Integrated LED lighting

Steel release buttons, external, 
in a composite socket

Steel release buttons, external, 
in a composite socket

Lifting / Lowering

Lifting / Lowering


